
Hikvision DS-K1T320EX Face Recognition Attendance Terminal

BDT 7,500.00 ✓ In Stock
FEATURES :
• Face capacity: 500
• Fingerprint: No
• Transaction Logs: 100,000
• Display: 2.4" inch
• TCP/IP, RS-485

Hikvision DS-K1T320EX Specification:

Face Capacity: 500

Card Capacity: 1,000

Event Capacity: 100,000

Face Recognition Distance: 0.3 m ~ 1.5 m

Face Recognition Accuracy Rate: > 99%

Face Recognition Duration: < 0.2 s

Card Reading Distance: 0 ~5 cm

Operating System: Linux

Screen Size: 2.4 inch

Resolution: 320 × 240

Resolution: 2 MP (video stream: 720P)

FOV: HFOV = 43°; VFOV = 25°

Audio Output: Built-in buzzer

Wired Network: 10 M/100 M self-adaptive

Wi-Fi: Not Support Not Support

Network Interface: 1

Lock Control: 1

Exit Button: 1

Door Contact Input: 1

Supplement Light: White light

Power Supply: DC 12 V



Power Consumption: ≤ 6 W

Working Temperature: -10 ℃ ~ 55 ℃ (14 °F ~ 131 °F)

Working Humidity: 0％ ~ 90％

Language: English, Spanish (South America), Arabic, Thai, Indonesian, Russian, Vietnamese,
Portuguese (Brazil), Korean, Japanese

Face Anti-Spoofing: Support


