
Hikvision DS-K1T323EBFWX-E1 Value Series Face Access
Terminal

BDT 19,500.00  ✓ In Stock
FEATURES :
• Brand: Hikvision
• Model: DS-K1T323EBFWX-E1
• 2.4" TFT Display with 2MP Camera
• Face, Fingerprint & EM Card Access
• 1,000 Faces, 3,000 Fingerprints/Cards
• IP65 with Wi-Fi, Bluetooth & PoE

Hikvision DS-K1T323EBFWX-E1 Specification:

Display 2.4-inch TFT Display, Non-Touch

Camera 2MP Wide-Angle Lens × 1

Resolution Display: 240 × 320; Video Stream: 540P

Operating System Linux

User Capacity 1,000 Users

Face Capacity 1,000 Faces

Fingerprint Capacity 3,000 Fingerprints

Card Capacity 3,000 Cards

Transaction Capacity 150,000 Events

Verification Modes Face, Fingerprint, EM Card

Face Recognition Speed < 0.33 Seconds

Face Recognition Accuracy > 99%

Face Recognition Distance 0.3 m to 1.5 m

Network 10/100 Mbps Self-Adaptive Wired Network, Wi-Fi, Standard PoE

Interface 1 × Network Interface, 1 × Wiegand Input, 1 × Lock Control, 1 × Exit Button, 1 ×
Door Contact Input, 1 × Tamper

Bluetooth Supported

Optional Network Protocols AP Mode, Mobile Web Configuration, PC Web Configuration

Access Control Lock Control, Exit Button, Door Contact Input, Wiegand Input, Tamper Alarm, PoE
Door Lock Power Output

Power Supply 12 VDC / 1A, Standard PoE

Operating Temperature -30°C to 65°C (-22°F to 149°F)



Operating Humidity 0% to 90% RH, Non-Condensing

Dimensions 157 × 52 × 26 mm

Weight Net: 0.22 kg; Gross: 0.61 kg


