
Hikvision DS-K1T807EBFWX-E1 Fingerprint Time Attendance
Terminal

BDT 17,000.00  ✓ In Stock
FEATURES :
• Brand: Hikvision
• Model: DS-K1T807EBFWX-E1
• 2.4" LCD with Fast Fingerprint Verification
• 5,000 Fingerprints/Cards & 150,000 Events
• PoE, Wi-Fi, Bluetooth, Wiegand & RS485
• IP65 Pro Fingerprint Access Terminal

Hikvision DS-K1T807EBFWX-E1 Specification:

Display 2.4-inch LCD Screen

Resolution 320 × 240

Operating System Linux

User Capacity 5,000 Users

Fingerprint Capacity 5,000 Fingerprints

Card Capacity 5,000 Cards

Transaction Capacity 150,000 Events

Verification Modes Fingerprint, EM Card, PIN

Network Wired Network, Wi-Fi 2.4GHz 802.11b/g/n, AP Mode, PoE

Interface 1 × RJ-45 10/100M Self-Adaptive, 1 × RS-485, 1 × Wiegand, 1 × USB

Optional Network Protocols ISAPI, ISUP 5.0, Wiegand W26/W34, Web Client Configuration

Access Control 1 × Lock Control, 1 × Exit Button, 1 × Door Contact Input, 2 × Alarm Inputs, 1 ×
Alarm Output, 1 × Tamper; Supports Secure Door Control Unit or Card Reader via
RS-485

Power Supply 12 VDC; PoE Supported

Operating Temperature -30°C to 60°C (-22°F to 140°F)

Operating Humidity 0% to 90% RH, Non-Condensing

Dimensions 172 × 76 × 27.5 mm

Weight Net: 0.377 kg; Gross: 0.562 kg


