
Hikvision DS-K1T981MF Ultra Iris & Face Recognition Terminal

BDT 280,000.00 ✓ In Stock
FEATURES :
• Model: DS-K1T981MF
• 8" Touch Display for Access Control
• Iris, Face, Fingerprint, Card & Password Access
• 50,000 Faces & 10,000 Iris Capacity
• Fast Recognition with Wi-Fi & Lock Control

Hikvision DS-K1T981MF Specification:

Display 8-inch LCD Capacitive Touch Screen

Camera 3 Cameras: 2 for Face Recognition, 1 for Iris Recognition

Resolution Face Camera: 2MP; Iris Camera: 5MP

Iris Capacity 10,000 Irises

Face Capacity 50,000 Faces

Fingerprint Capacity 5,000 Fingerprints

Card Capacity 100,000 Cards

Transaction Capacity 150,000 Events

Verification Modes Iris Recognition, Face Recognition, Fingerprint, M1 Card

Iris registration Speed < 5 Seconds

Iris recognition Speed < 1 Second

Iris recognition distance 40 cm to 70 cm

Face Recognition Speed < 0.2 Seconds/User

Face Recognition Accuracy ≥ 99%

Face Recognition Distance 0.3 m to 3 m

Network TCP/IP, Wired Network, Wi-Fi 2.4GHz IEEE 802.11b/g/n

Interface 1 × RJ-45 10/100/1000M, 1 × RS-485, 1 × Wiegand, 1 × USB

Optional Network Protocols RS-485 Half Duplex, Hikvision Wiegand 26-bit / 34-bit

Access Control 1 × Lock Control, 1 × Exit Button, 1 × Door Contact Input, 2 × Alarm Inputs, 1 ×
Alarm Output, 1 × Tamper

Power Supply 12 VDC, 3A



Operating Temperature -30°C to 60°C (-22°F to 140°F)

Operating Humidity 10% to 90% RH, Non-Condensing

Dimensions 126 × 232 × 27 mm


