
ZKTeco SenseFace 4A Series intelligent engineering facial
authentication access control terminal

BDT 0.00 ✓ In Stock
FEATURES :
• Face Capacity6,000(1:N)
• Card Capacity8,000
• User Capacity8,000 (1:N)
• Transaction: 200,000
• Password Length: 8 Digits

ZKTeco SenseFace 4A Specification:

Model ZKTeco SenseFace 4A

Standard Function ADMS, DST, Photo Capture, Event Photo Capture, Up to 14-digit User ID, Access
Levels, Groups, Holidays, Anti-Passback, Record Query, Schedule Bell, Tamper Switch
Alarm, Automatic Status Switch, Multiple AuthenticationMethods, SIP Client (Version
2.0), ONVIF (Compatible with Profile S, Profile T, Profile G, Profile C, Profile Q & Profile
A), AC Push and TA Push Protocol Switch, HTTPs / SSH Backend Access, T9 Keyboard
(Input)

Display Size (Inch) 4.3

Fingerprint Sensor In-Glass Fingerprint (Z-ID)

Fingerprint Capacity 8000

Face Capacity 6000

Logs Capacity Unmentioned

ID Card Capacity 8000

Interface(s) RS485 (RS485 Card Reader / Biometric Reader)

Power Supply DC 12V 3A

Dimensions 175 x 84.50 x 21.65mm

Weight (Kg) 0.264 Kg

Color Black


